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ACADIA
ENCODER RDS/RBDS, TCP/IP, USB, RS-232, OLED
REACH YOUR AUDIENCE DIFFERENTLY!
Data generator / encoder for text messages transmitions through the conventional FM
analog system station. The Acadia encoder was developed to work on both European
standard RDS and American standard RBDS. It can transmit texts and commands for FM
receivers that are compatible with this technology. It has a web interface for the
equipment settings through a computer and a Jog Wheel combined with a OLED display
on the front panel that allow the user to access and change the equipment parameters
quickly and easily directly on the panel.

remote supervision control of the transmission site (for example). Besides de GPIO the
equipment has a USB port on the front panel and another one on the back panel for a
fast conection with the computer, a ethernet port, a RS-232 interface and the connections for Traffic Announcements inputs and outputs of RDS/RBDS signal and synchronism. There are several factors and technical advantages that make it the most complete
encoder RDS/RBDS existent nowdays for an extremely competitive price.

As the main differential, the equipment has a web interface to access and extremely
friendly and easy to operate setting including a dedicated area for quick messages, this
area is separated from the equipments configuration page and can be available to the
stations broadcaster/operator to send quick messages to the listeners as a way to a greater
interaction with the listeners without compromising the equipment settings security.

Provided in rack 19” standard width with brushed stainless steel panel with a high
standard finishing. Power input Full Range – 90 to 240V / 47 to 63Hz.

Besides all these functions, Acadia also has a GPIO interface that can be used as a (simple)
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QUICK MESSAGES

LOG

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 9,05”
(482,6mm x 44,5mm x 230mm)

WEIGHT
- 4,73 lb without package
- 6,94 lb with package

CUBAGE

US (HARMONIZED CODE)

0,024273m³

8543.20.00.00

PUNCH
AUDIO PROCESSOR, ON AIR, FM, 5 BANDS, DIGITAL
DIGITAL QUALITY WITH ANALOGIC PRICE
Its processing power and efficiency in providing excellent sound in loudness and
definition, together with all its features, makes it unique in its price category, being
currently, the equipment with best cost benefit ratio of the market in its category. Has in
its front panel an encoder to access parameters and configurations, a high contrast OLED
display for readings and controls and a USB port on the front panel for direct communication with the computer.

PUNCH can be configured with additional audio cards on IP (AOIP) on protocols AES67
RAVENNA, DANTE and LIVEWIRE and a exclusive card for stream transmition by internet
without the need of a dedicated computer to do it, with different encoder options:
MPEG, AAC, OGG VORBIS in many transmition taxes. With an intelligent AGC input and
5 independent processing bands with sophisticated algorithms masking distortions, the
equipment provides an extremely powerful sound without artifacts, clean, clear and
defined sounds, allowing the station to have an extremely competitiveness sound in the
air with a very low price.

The equipment comes with a control software based in a computer, highly intuitive and
easy to operate. With the software it is possible to access more efficiently and ease all the
equipment controls allowing the user to custom the sound and create different presets,
besides being able to choose between the other 20 already preconfigured on the factory.
On the back panel there is a ethernet port that also allows a remote communication with
the control software (from anywhere in the world), besides the input and output audio
connections (analog and digital), the analog MPX output and synchronism with the
encoder RDS/RBDS. The equipment also has a digital MPX output on AES standard with
24 bits / 192Kpbs resolution that can be connected to modern RF modulators / exciters
that already have this type of input.

Provided in rack 19” standard width and one unit rack height (1UR) and 11,42” (29cm)
deep in high standard finishing in brushed stainless steel.

REAR PANEL

SOME
SOFTWARE
SECTIONS

HOME
DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 11,42”
(482,6mm x 44,5mm x 290mm)
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MULTIBAND LIMITER
WEIGHT
- 5,51 lb without package
- 8,37 lb with package

TX OUT
CUBAGE

US (HARMONIZED CODE)

0,028458m³

8543.70.96.10

DAP4 FM/AM/TV
AUDIO PROCESSOR, ON AIR, FM, 5 BANDS, DIGITAL
INNOVATION AS THE DIFFERENTIAL OF YOUR STATION
Audio processor with digital DSP technology specially developed for audio processing
and modulation control on FM radio stations. Has digital and analog audio input and
output format and an internal digital stereo encoder with highly professional
performance (>80 dB @ 10Hz-16KHz) to send direct signal to the transmitter or link.
Processes two audio channels (left and right) has AGC inputs divided into 2 separate
bands and a processing multiband with AGCs and limiters in 5 independent bands, plus
a unique control intelligent pre-emphasis.
It has specific tools and resources for processing in FM that provide extremely competitive
and high fidelity audio in the air. Enhancer of bass, middle and treble and stereo
expansion incorporated into the product.
Can be controlled by software from anywhere through the internet or locally through a
USB connection with your reading and a control software that is completely dynamic,
enjoyable, intuitive and easy to operate.

The equipment already has 20 factory predefined presets for several different types of
programming: rock, pop, generic, harmonic, etc. and 20 more presets that can be
customized by the user. Its also possible to schedule the automatic preset change during
the day or during the week. It has a touch screen display on the front panel that allow to
access some of the control parameters and readings of the equipment.
Provided in rack 19” standard width and two unit rack height (2UR) and 13,39” (34cm)
deep in high standard finishing in brushed stainless steel.

FM REAR PANEL

TV/AM REAR PANEL

SOME
SOFTWARE
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HOME

AGC

ENHANCER

MONITOR OUT

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 3,5” x 13,39”
(482,6mm x 89mm x 340mm)

WEIGHT
- 8,81 lb without package
- 12,12 lb with package

CUBAGE

US (HARMONIZED CODE)

0,047853m³

8543.70.96.10

APG 02
AUDIO PROCESSOR, ON-AIR, FM, 3 BANDS, ANALOG
3 BANDS THAT PLAY LIKE A ORCHESTRA IN PERFECT HARMONY
Audio processor designed to use on FM stations that desire a good and powerfull sound
but has low financial resources to invest in more sophisticated and expensive digital
equipment. APG-02 has an extremely simple circuit but very functional that executes with
perfection and efficiency its role. Has an AGC wideband on input that controls the
average level from the audio mixer and a multiband compressor / limiters peaks that
processes the audio in 3 independent frequency bands, controlling the peaks and
maximizing the loudness of the program being broadcasted.
After multiband processing stage, the equipment also features a high quality stereo
generator and channel separation (> 60dB @1kHz), with extremely professional
features. Its stereo generator has a final composite limiter (clipper) which allows the
station a very effective loudness in the air. It has uppercase audio inputs and MPX output

on the back panel. On its front panel, the machine has a VU that shows the input audio
level and the MPX output in addition to an output level adjustment of the processed
audio. Very easy to install and operate the equipment does not have adjustments and has
one preset from factory only. Plug & Play. Once you install it will be ready to use, requiring
only the final modulation transmitter setup.
Provided in rack 19” standard width and one unit rack height (1UR) and 11,81” (30cm)
deep in high standard finishing in brushed stain less steel.

REAR PANEL

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 8”
(482,6mm x 44,5mm x 210mm)

WEIGHT
- 5,51 lb without package
- 8,37 lb with package

CUBAGE

US (HARMONIZED CODE)

0,028458m³

8543.70.96.10
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M LINE

RADIO RECEIVER, AM/FM, 40 MEMORIES
HIGH FIDELITY IN AUDIO MONITORING
AM/FM radio receiver with Professional characteristics, digital display up to 40 storage
memories for each band with digital VU modulation level meter. M Line can be used to
monitor with precision and fidelity the audio transmitted by an AM or FM radio station,
its electronic circuit was developed for professional applications and has high linearity in
audio demodulation and fidelity on frequency response.
Has balanced audio outputs on the back panel with XLR connectors and AM and FM
antenna inputs wih BNC connectors. In its front panel, the equipment has a phone
amplifier with high power and sound fidelity, a LCD display and buttons to access the
adjustment parameters of the product such as frequency tunes, memories, etc, also a
high precision digital VU that measures the stations modulation level. It is important to
mention that in M2 version is a tunner with VU that measures the modulation, it is not

possible to measure the pilot level (19KHz) as well as (L+R) and (L-R) levels. It is possible
to store up to 40 different stations on both AM and FM bands and the equipment also
has automatic frequency search resources and sleep function. Provided in rack standard
size and brushed stainless steel panel. Power input Full Range – 90 to 240V / 47 to 63Hz.

REAR PANEL

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 8”
(482,6mm x 44,5mm x 210mm)

WEIGHT
- 5,51 lb without package
- 8,37 lb with package

CUBAGE

US (HARMONIZED CODE)

0,028458m³

8543.70.96.10

ALO LINE

PHYSIC TELEPHONE INTERFACE, 1, 2 OR 3 LINES, ANALOG, PASSIVE
MORE POSSIBILITY FOR INTERACTION WITH YOUR LISTENERS
One line portable or one, two or three lines rack standard. ALO is a hybrid telephone
interface to be used in radio and TV studios. Has an identical circuit of all the other ALO
models and does not require the use of power supply making it easy to use. Allows the
connection up to three listeners simultaneously.
On the telephone line input and also on the audio inputs and outputs has RFI filters
avoiding electromagnetic interference. It also has a protection against electric discharges
from the telephone line that protect the quipment. Can work on conventional telephone
lines or PBX extentions with variations between 20 and 50V with a minimum current of
20mA. Balanced audio inputs and outputs with XLR connectors, isolated by transformers
that guarantee high quality and imunity to noises, providing a clear and clean sound. Has
audio control gain on the back panel and completely independent hybrid circuits for each
listener allowing conference between them through the mix-minus on the audio console.
The hybrid circuit (transformation from 2 to 4 wires) is totally electronic and active and
has an adjustment for echo cancellation that provides an isolation around 50dB @ 1KHz.
On the front panel, the equipment has a ON/OFF key that attends the telephone call, a
call indicator led that is on while the equipment is functioning, a return volume control to
the listener and also an audio output volume control to the mixing console.

ALO NANO
REAR PANEL

Very versatile, ALO Line is the ideal equipment to be used in transmission and recording
studios in order to extract or insert quality audio on the conventional telephone line POTS.
Its case has a high standard finishing with brushed stainless steel panel.

DIMENTIONS: RACK STANDARD (WxHxD)
4,7” x 1,7”x 4,3”
(120mm x 43mm x 110mm)

WEIGHT
- 0,88 lb without package
- 1,21 lb with package

CUBAGE

US (HARMONIZED CODE)

0,00168m³

8517.18.00.50

ALO 1
REAR PANEL

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 4,7”
(482,0mm x 44,5mm x 120mm)

WEIGHT
- 2,46 lb without package
- 3,52 lb with package

CUBAGE

US (HARMONIZED CODE)

0,017577m³

8517.18.00.50

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 8”
(482,6mm x 44,5mm x 210mm)

WEIGHT
- 2,64 lb without package
- 3,74 lb with package

CUBAGE

US (HARMONIZED CODE)

0,017577m³

8517.18.00.50

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 8”
(482,6mm x 44,5mm x 210mm)

WEIGHT
- 2,86 lb without package
- 3,96 lb with package

CUBAGE

US (HARMONIZED CODE)

0,017577m³

8517.18.00.50

ALO 2
REAR PANEL

ALO 3
REAR PANEL

04 | sales@biquadbroadcast.com

DIST 28
AUDIO DISTRIBUTOR, 2 IN X 8 OUT, MONO/STEREO
STRUCTURED AND CORRECT AUDIO LEVELS AMONG THE EQUIPMENTS
Audio distributor with 2 inputs and 8 outputs balanced and actives with independent
volume control. DIST 28 has two balanced inputs with XLR connectors on the back panel
and two Thru outputs that can be used for many equipments without occupying one of
the distribution outputs.
The audio levels can be controlled on the front panel and visualized through the digital
VU. There is a button that allows to work with stereo signals or mono signals. For the
stereo format, there are 2 independent channels (L/R) on input for 4 stereo independent
sets on output (L/R). For the mono format, the input channels (L/R) are added (L+R) and
distributed on all 8 outputs. Each output has its own level control that can be performed
on the front panel of the equipment. All audio inputs and outputs connectors are high
quality XLR and the inputs and outputs circuits are electronically balanced with
professional high quality and very low noise (NE)5532 operational amplifiers.

Each output can provide signals for minimum empendance to 600 Ohms with
minimum distortion. The bandwidth of the equipment is extremely wide with minimal
phase shift, harmonic and intermodulation distortion very low and a noise signal
relation very high, characteristics that make the DIST 28 an equipment HI END with
professional purposes to use in radio studios, television production, and professional
sound reinforcement in general. Provided in rack standard with front panel in brushed
stainless steel. Power input Full Range – 90 to 240V / 47 to 63Hz.

REAR PANEL

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 5,32”
(482,6mm x 44,5mm x 135mm)

WEIGHT
- 3,96 lb without package
- 5,51 lb with package

CUBAGE

US (HARMONIZED CODE)

0,017577m³

8518.40.20.00

HP 600
HEADPHONE DISTRIBUTOR, 6 CHANNELS, 12 HEADPHONES, RACK
MAXIMUN FIDELITY ON AUDIO MONITORING
Distributor and amplifier for headphones that can supply up to 12 headphones simultaneously with extreme power and audio fidelity. HP-600 has 6 individual headphone
amplifiers that can supply up to 12 headphones (2 for each amplifier) developed to
perform with extreme quality and definition of the audio reproduction in high quality
headphones. The amplifiers use as a main component the IC TPA6120 that provides
current up to 700mA with a minimum of 8 Ohms and dynamic range higher than 120dB,
that is, the component characteristics used to amplify the audio combined with the
professional design of the other circuits make the HP-600 a reference headphone
amplifier to be used in professional applications.
Has audio balanced inputs (L/R) with XLR connectors on the back panel and Thru outputs
(L/R) that can be used as cascade in other equipment to the same audio font without

compromising it. The input (L/R) audio levels can be adjusted on the front panel and
measured through a digital VU. Each headphone amplifier has its own volume control on
the front panel and a balanced stereo output on the front panel and one on the back
panel, that is, each amplifier can supply up to 2 headphones simultaneously with the
volume control for both outputs. Provided in rack 19” standard width with brushed
stainless steel panel. Power input Full Range – 90 to 240V / 47 to 63Hz.

REAR PANEL

DIMENTIONS: RACK STANDARD (WxHxD)
19” x 1,75” x 5,91”
(482,6mm x 44,5mm x 150mm)

WEIGHT
- 4,18 lb without package
- 5,73 lb with package

WARNING LIGHTS

CUBAGE

US (HARMONIZED CODE)

0,017577m³

8518.40.20.00

Long

Life

Light for

LED

110-220v

Bivolt

Low

Consumption

LIGHT WARNING, “ON AIR” OR “RECORDING”
RED LIGHT FOR INTERRUPTIONS! NOW GO AHEAD PRODUCING PEACEFULLY!
The warning light ON AIR or RECORDING has the function to warn a visitor or audio
operator that a microphone inside the studio is functioning. With clean, modern,
pleasant and refined finish design, the product is suitable for any type of installation and
studio. Built in clear acrylic material, has high brightness LEDs that generates a bright red
light when activated.
Can be powered directly by the electric grid with tensions that may vary between 90 and
240Vac with very low current consumption. Its LED technology provides a very attractive
luminous effect and a very long life (>100.000 hours) without the need to change the
lamps. Its provided in two installing versions upwards (TABLE) or downwards (CEILING)
with support options for side or linear assembly allowing different types of installations.
DIMENTIONS: RACK STANDARD (WxHxD)
12,60” x 1,46” x 12,20”
(320,0mm x 37,0mm x 310,0mm)

WEIGHT
- 1,21 lb without package
- 1,63 lb with package

CUBAGE

US (HARMONIZED CODE)

0,003671m³

8531.20.00.40
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TOP ARM

Silent

movements

MICROPHONE ARM, TOP ARM, WITH ON-AIR INDICATOR
THE EVOLUTION OF THE MICROPHONE ARM

Articulated microphone arm with innovative design and high visual
impact.
The microphone support line TOP ARM was made with fluid design
that can harmonize with any work environment providing ergonomic, practicality, safety and durability, causing a great visual impact in
the studio.
Has injected joints in high mechanical resistance material, aluminum
body tube with exclusive design and anodized treatment, spring and
support cable incorporated inside the product and is already provided with a high quality audio cable (BELDEN™) and special shielding
and a XLR (AMPHENOL™) connector in one end of the cable.
To create a more practical and secure environment, was included a
LED indicator on its end that indicates to the user that the microphone is “open” or in use.
This indicator has a great luminosity even in very bright environments
with a very low current consumption (>40mA) and can be powered
with tensions that may vary between 3.5V and 25V without any
change on the LEDs luminosity.
The product has 3 different sizes: 19,68” (50cm), 31,49“ (80cm) and
39,37” (100cm) of length and two different colors: Silver and Black.
Besides the color options, there are two different fixing options.
Bushing that allow to install the stand in any mobile position, however, require drilling for installation.
Clamp allows the installation without the need of drilling, but it can
not be installed in central positions, only on the ends.
The TOP ARM supports microphones up to 4,4 lbs (2kg) and has
smooth joints and precise that allow the ideal positioning of the
microphone in a very easy and fast way without noises.

2 DIFFERENT COLORS
BLACK

SILVER

CLAMPING

20”

DIMENTIONS: RACK STANDARD (WxHxD)
42,9” x 1,75” 10”
(1090 mm x 75 mm x 260 mm)

WEIGHT
- 1,82 lb without package
- 3,41 lb with package

0,01930m³

32”

42,9” x 1,75” 10”
(1090 mm x 75 mm x 260 mm)

- 2,2 lb without package
- 4 lb with package

0,02126m³

40”

48,8” x 2,95” x 10,2”
(1240 mm x 75 mm x 280 mm)

- 2,79 lb without package
- 4,96 lb with package

0,02604m³

US (HARMONIZED CODE)
8518.10.80.40
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CUBAGE

Antioxidant

Treatment

Indicator
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Anodized

Paint
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MSTUDIO
MODULAR FURNITURE FOR AUDIO STUDIOS
TECHNOLOGY, INTELLIGENCE AND PRACTICALITY ALLIED TO FURNITURE
Created specifically for the broadcast market, this innovative line of furniture can be
made up of several types of modules, which come together in a variety of ways to fit any
type and size of studio. That is, the pieces have geometries that allow infinite arrangements to adapt to different needs.
As a result of long research and testing, the technology applied to modular furniture
stimulates new sensations and experiences on the part of the user, creating a relationship
between him, the furniture and the environment.
With modern lines, current textures and differentiated design, Biquad's MStudio line
presents itself as a differentiated and definitive solution, and can be applied in small,
medium and large sized studios, such as Radio, TV, Interviews, Productions or other .

3 COLORS IN WOOD
OAK

BLACK

OFF
WHITE

3 COLORS IN STEEL
MATTE
BLACK

SILVER

OFF
WHITE
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In the market since 2000, Biquad Broadcast has
always invested in research and development of
new technologies being highlighted in the
professional audio and broadcasting market,
offering innovative products with a clearly
attractive cost benefit ratio.

Investing in Biquad products for your studio is a
safe and wise decision, you will have the security of
an excellent manufacturing, high technology,
warranty and technical support.
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Biquad is the ideal partner for the radio stations
and television to provide high quality equipment
and accessories such as: Digital and Analogical
Audio Processors, Telephone Hybrids, Reference
Receivers, Audio Distributors, Warning Lights,
Articulated Arms for Microphones.

sales@biquadbroadcast.com

r

modern
2.0 processorengineering software
performance

design

equipment radios

fm

performance

studio

technology

team

intelligent

equipment radios

Our
Company

technology

digital

sound on air

television

r

f
p

